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3.5ò TFT-LCD Digital Colour Monitor  
 

 

 
Features  

¶ 3.5" digital touch-screen monitor 

¶ TFT LCD monitor with wide view angle and high resolution display.  

¶ Mirror and Normal view available 

¶ Multi-language display available: English, German, French, Spanish, Portuguese, 
Italy, Dutch, Russian 

¶ Multiple video formats available: AUTO/ PAL / NTSC / SECAM 

¶ 2 AV inputs  

¶ Operates from 12~16V. Support 12V automobile battery. 

¶ Built-in speaker 

¶ Automatically switches to back-up, left or right-side camera views. 

¶ Touch-screen operation 

¶ Angle of support bracket adjustable up to 30 degrees 

¶ Bracket removable 
 
 
Specifications  
Display component: 3.5ò digital touch-screen monitor  
Audio output: 1W  
Loudspeaker: 14mm x 25mm  
Power consumption: about 3W  
Outer dimensions: 95mm(W) x96mm(H) x75.5mm(T)  
Dot pitch: 0.219mm(H) x0.219mm(V)  
Resolution: 320 x RGB x 240  
Contrast : 350:1  
Brightness :350 cd/m²  
Viewing angle: U:40/D:60, L/R:60  

Operating temperature: -20~ +70 RH90%Ņ  

Storage temperature: -20~ +70 RH90%Ņ  
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5ò TFT-LCD Monitor  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Features  

o TFT LCD monitor with wide view angle and fine pictures. No radiation. 
o Multi-languages of display available: English, French, Chinese, Russian, Italian, Spanish, 

Portuguese, German    and Arabian 
o Automatic front panel LED activation at night 
o Mirror and Reverse image switch available 
o Multiple system available: PAL/NTSC 
o Variable/Automatic power supply: 12~32V. Supports 12V/24V vehicle storage battery 
o Three cameras can be connected to the monitor 
o Picture turning up/down, or turning left/right 
o Automatic brightness control 
o Automatic activation when engaging reverse or using side indicator (optional) 
o Built in speaker 
o Full function remote control 

 
Specifications  
Display component: 5" TFT-LCD monitor  
Audio output: 1W  
Loudspeaker: one 4.0cm round loudspeaker  
Connectors: automobile power supply adapter, AV and power cable, earphone  
Power supply: automobile storage battery(10-32V), automobile adapter  
Power consumption: about 8W  
Outer dimensions: 147.6mm(W) x 109mm(H) x 26.5mm(T) without back shield; 165mm(W) x 
126mm(H) x 29.2(T) with back shield  
Dot pitch: 0.107(H) x 0.319(V)  
Resolution: 960(H) x 234(V)  
Contrast: 150:1  
Brightness:300cd/m²  
Viewing angle: U: 15 / D: 35, R/L: 54  
Operating temperature: -20~+70°C, RH90%  
Storage temperature: -30~+80°C, RH90%  
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Viewing Angle: U: 15 / D: 35, R/L: 50  

7ò Commercial Monitor 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Features  

o LCD monitor with wide view angle and fine pictures. No radiation 
o Picture turning up/down, or turning left/right function 
o Multi-languages of display available: English, French, Chinese, Russian, Italian, Spanish, 

Portuguese, German and Arabian 
o Game function 
o Automatic front panel LED activation at night 
o Mirror and normal image switch available 
o Automatic brightness control function 
o Full-function remote controller 
o Multiple system available: PAL/NTSC 
o Four AV inputs, 3 cameras can be connected to the monitor 
o Earphone output jack 
o Variable/automatic range power supply: 12~32V. 
o Cameras powered through LCD itself and no control box needed 
o Built-in speaker 
o Auto activate on reverse signal and side indicator (optional) 

 
Specifications   
Display component: 7" TFT-LCD monitor  
Audio output: 1W  
Loudspeaker: one 4.0cm round loudspeaker  
Connecting items included: earphone jack, audio/video(AV) input jack, external power supply 
input jack, camera connector  
Power supply: automobile storage battery(12-32V), automobile adapter  
Power consumption: about 12W  
Outer dimensions: 182mm(W) x 122mm(H) x 26mm(T)  
without back shield; 198mm(W) x 138mm(H) x 31(T) with back shield  
Dot pitch: 0.107(H) x 0.370(V)  
Resolution: 480 x 3(RGB) x 234  
Contrast: 150:1  
Brightness: 300cd/m²  
Viewing angle: U: 40 / D: 60, R/L: 60  
Operating temperature: -20~+70°C, RH90%  
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Storage temperature: -30~+80°C, RH90% 

5.6ò Wireless Monitor 

Features:  
o 5.6" TFT- LCD Color monitor with built-in 2.4G wireless receiver.  
o Frequency range:2400~2483MHZ,Group supported:2414,2432,2450,2468.  

Distance:238m ( barrier-free) 
o Transmitter:50mW.  
o Reception capability:-80dB. 
o TFT LCD monitor with wide view angle and high resolution display.  
o Picture image may be adjusted for Horizontal, Vertical, Mirror and Normal viewing.  
o Multi-language display     
o Automatic backlighting for buttons. 
o Full-function remote controll. 
o Multiple video formats available: AUTO /PAL/ NTSC. 
o 4 channel receiver,1 channel for video output and 1 channel for audio output. 
o Operates from 12~32V. Support 12V or 24V automobile battery. 
o Automatically switches to back-up, left or right side camera views. 
o On-board Speaker. 

 

Specifications:  
Product : 5.6òTFT-LCD Color monitor with built-in 2.4G wireless receiver  
Reception capability:-80dB  
Transmitter:50MW  
Demodulation Mode: FM  
Receiving Frequency Range: 2400~2483MHZ  
Range: 238m  

Frequency Group Supported: 2414 ̆2432 ̆2450 ̆2468  

Contrast: 300:1  
Brightness:350cd/m  
Viewing angle:U:45 / D:65,R/L:65  
Dot pitch:0.118(W) x 0.362(H)  
Audio output:1W  
Power Supply: Automobile storage battery(12~32V)  
Power consumption:about 8W  
Loudspeaker:one 4.0cm round loudspeaker  
Outer dimension:145mm(W) x 136mm(H) x 31.5mm(T)  
Operating Temperature: -20~+70°C, 90%RH  
Storage Temperature: -30~+80°C, 90%RH 
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Mirror Monitor  
 

 

 

 

 

 

 

 

 

Monitor Size 4.05" TFT LCD Colour Monitor 

Monitor Resolution 480*234 dot 

Monitor Dot Pitch (mm) 0.171 (W)*0.264(H) 

Monitor Active Area (mm) 82.1 (W)*61.8(H) 

Video Signal Input 
NTSC & PAL Dual Signal Auto SW. Analog Input Signals 
RGB 

Brightness (Luminance) 250 nit 

Monitor View Angle V: +10° ~-30° / H: +45° ~-45° 

Mirror Size 28cm*4.5cm*9.0cm(Right or Left Side Monitor) 

Power DC 12V 

Mirror Lens Anti-glare Blue Lens 

Control Switch Contrast / Colour / Brightness 

Rear Video View Priority Yes. 4 CH For Video Signal Input. 

Operating / Storage Temperature 0°C ~ 60°C / -25°C ~ 80°C 
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7ò Industrial  Monitor  (with built in quadsplitter)  

Features:  
o 7 Inch color LCD monitor with built-in quad.  
o Single, dual , triple , quad image and PIP functions available. 
o Support four camera inputs, the power output from the monitor is 4X300mA. 
o The mirror function for each camera could be set separately. 
o Auto scanning and timed image switch. 
o The display effect and volume can be set separately for each camera. 
o Operate from 12~32V. 
o Camera's name can be set up: 8 characters the longest. 
o Four trigger wires for cameras.  
o Once the trigger wire is activated, image switches to the relative camera automatically. 
o With trigger wire for dual picture, the relative cameras can be combined optionally. 
o The priority of quad picture and dual picture could be set up. 
o Backup distance grid & left/right turning indicator arrow are available. 
o The boot-strap display can be set as your perfect display mode.  
o The monitor auto switches to the working channel. 
o Applicable for both the indoor/outdoor security system and vehicle rear view system. 
o One DVD AV input and two video outputs. 
o Mainly applicable for the vehicle & public surveillance system. 
o Fresh and multi-functions, easy and convenient in installation and operation. 

 

Specifications:  
Display component : 7" TFT-LCD monitor  
TV System: PAL/NTSC  

Resolution: 1440̂W̃X234̂H̃  

Brightness: 350cd/ϒ  

Contrast : 400:1  
Input Voltage: 12V~32V  
Humidity: 20%~80%  
Ratio: 16:9  
Dot pitch: 0.321(H) x 0.370(V)  

Viewing angle: U:45 / D:65̆R/L : 65  

Operating Temperature:ï10 ᴈ~ +65 ᴈ  
Storage Temperature: -30 ᴈ~ +80ᴈ  
Video input : Four cameras video input, Peak: 1Vp-p, Impedance: 75ɋ  
One DVD VIN video input, Peak: 1Vp-p, Impedance: 4.7Kɋ  
Audio input : Four cameras audio input, Peak:1Vp-p, Impedance: 4.7Kɋ  
One DVD VIN audio input , Peak:1Vp-p, Impedance: 4.7Kɋ  
Video output :One REC VOUT output, Peak: 1Vp-p, Impedance: 75ɋ  
One LIVE VOUT output, Peak:1Vp-p, Impedance: 75ɋ  
Audio output: : One REC audio output, Peak:1Vp-p, Impedance: 4.7Kɋ 
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Standard Bullet Camera  
 

 
 
1 / 3ò COLOR CCD SENSOR SPECIFICATIONS 
Without Audio and IR 
Image Device: SHARP 
TV System: PAL / NTSC 
Effective Pixels: 512 x 582 pixels / 512 x 492 pixels 
Sensing Area: 4.9mm x 3.7mm 
Scanning System: 2:1Interlace 
Sync. System: Internal 
Resolution: 420TV lines 
Horizontal Sync. Frequency: 15.625KHz / 15.734KHz 
Vertical Sync. Frequency: 50Hz / 60Hz 
Minimum Illumination: 1 Lux/F1.2 
Video Output: 1.0vp-p, 75Ohm 
Gamma Consumption: 0.45 
AGC: Auto 
S/N Ratio: Better than 48dB 
White Balance: Auto 
Electronic Shutter: 1/60(NTSC) / 1/50(PAL) ~ 1/10,000 Seconds 
BLC: Auto 
Current Consumption: Max. 100mA 
Power Supply: DC12V 
Operating Temperature: 20°C~70°C , RH95  MAX 
Storage Temperature: 40°C~80°C RH95  MAX 
Lens: f=3.6mm / F = 2.0 
Lens Angle: 92° 
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Bullet Camera with IR  
 

 
 
1 / 3ò COLOR CCD SENSOR SPECIFICATIONS  
Without Audio  
Image Device: SHARP  
TV System: PAL / NTSC  
Effective Pixels: 512 x 582 pixels / 512 x 492 pixels  
Sensing Area: 4.9mm x 3.7mm  
Scanning System: 2:1Interlace  
Sync. System: Internal  
Resolution: 420TV lines  
Horizontal Sync. Frequency: 15.625KHz / 15.734KHz  
Vertical Sync. Frequency: 50Hz / 60Hz  
Minimum Illumination: 0 Lux/F1.2 with IR  
Video Output: 1.0vp-p, 75Ohm  
Gamma Consumption: 0.45  
AGC: Auto  
S/N Ratio: Better than 48dB  
White Balance: Auto  
Electronic Shutter: 1/60(NTSC) / 1/50(PAL) ~ 1/10,000 Seconds  
BLC: Auto  
Current Consumption: Max. 300mA  
Power Supply: DC12V  

Operating Temperature: ̇20£C~70£C , RH95˿ MAX  

Storage Temperature: ̇40£C~80£C̆RH95˿ MAX  

Lens: f=3.6mm / F = 2.0  
Lens Angle: 92°  
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Circular Bracket Camera 
 

 
 

 
1 / 3ò COLOR CMOS SENSOR SPECIFICATIONS  
With Audio and IR  
Image Device: OV7910  
TV System: PAL / NTSC  
Effective Pixels: 628 x 582 pixels / 510 x 492 pixels  
Sensing Area: 5.78mm x 4.19mm / 4.69mm x 3.54mm  
Scanning System: 2:1Interlace  
Sync. System: Internal  
Resolution: 380TV lines  
Horizontal Sync. Frequency: 15.625KHz / 15.734KHz  
Vertical Sync. Frequency : 50Hz / 60Hz  
Minimum Illumination: 0 Lux/F1.2 with IR  
Video Output: 1.0vp-p, 75Ohm  
Microphone: Optional  
Gamma Consumption: 0.45  
AGC: Auto  
S/N Ratio: Better than 48dB  
White Balance: Auto  
Electronic Shutter: 1/60~1/15,000 Seconds  
BLC: Auto  
Current Consumption: 200mA  
Power Supply: DC12V  

Operating Temperature: ̇10£C~46£C , RH95˿ MAX  

Storage Temperature: ̇30£C~60£C̆RH95˿ MAX  

Lens: f=6.0mm / F = 2.0  
Lens Angle: 69°  
 

 

 

 

 

 

 

 

 

 



Page 12 of 25 

 

 

Precision Vision Pty Ltd  - 2009V2.0             Australiaôs rear view camera specialists! 

 

Rectangular Bracket Mounted Camera  
 

 
 
1 / 3ò COLOR CCD SENSOR SPECIFICATIONS  
With Audio and IR  
Image Device: SHARP  
TV System: PAL / NTSC  
Effective Pixels: 512 x 582 pixels / 512 x 492 pixels  
Sensing Area: 4.9mm x 3.7mm  
Scanning System: 2:1Interlace  
Sync. System: Internal  
Resolution: 420TV lines  
Horizontal Sync. Frequency: 15.625KHz / 15.734KHz  
Vertical Sync. Frequency: 50Hz / 60Hz  
Minimum Illumination: 0 Lux/F1.2 with IR  
Microphone: Optional  
Video Output: 1.0vp-p, 75Ohm  
Gamma Consumption: 0.45  
AGC: Auto  
S/N Ratio: Better than 48dB  
White Balance: Auto  
Electronic Shutter: 1/60(NTSC) / 1/50(PAL) ~ 1/10,000 Seconds  
BLC: Auto  
Current Consumption: Max. 300mA  
Power Supply: DC12V  

Operating Temperature: ̇20£C~70£C , RH95˿ MAX  

Storage Temperature: ̇40£C~80£C̆RH95˿ MAX  

Lens: f=3.6mm / F = 2.0  
Lens Angle: 92°  
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Side Mount Camera  
 

 
 
1/ 3ò COLOR CCD SENSOR SPECIFICATIONS  
No Audio function available on this model  
Image Device: SHARP  
TV System: PAL / NTSC  
Effective Pixels: 512 x 582 pixels / 512 x 492 pixels  
Sensing Area: 4.9mm x 3.7mm  
Scanning System: 2:1Interlace  
Sync. System: Internal  
Resolution: 420TV lines  
Horizontal Sync. Frequency: 15.625KHz / 15.734KHz  
Vertical Sync. Frequency: 50Hz / 60Hz  
Minimum Illumination: 0 Lux/F1.2 with IR  
Video Output: 1.0vp-p, 75Ohm  
Gamma Consumption: 0.45  
AGC: Auto  
S/N Ratio: Better than 48dB  
White Balance: Auto  
Electronic Shutter: 1/60(NTSC) / 1/50(PAL) ~ 1/10,000 Seconds  
BLC: Auto  
Current Consumption: Max. 300mA  
Power Supply: DC12V  

Operating Temperature: ̇20£C~70£C , RH95˿ MAX  

Storage Temperature: ̇40£C~80£C̆RH95˿ MAX  

Lens: f=3.6mm / F = 2.0  
Lens Angle: 92°  
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Miniature Camera  

 

Specifications:  
Image Device: 1/4ǌSHARP CCD  
TV System: PAL/NTSC  
Effective Pixels: PAL:512(H)×582(V)/ NTSC:512(H)×492(V)  

Sensing Area̔3.6mm(H)×2.7mm(V)  

Sync. System: Internal  
Resolution: 420 TV Lines  
Minimum Illumination: 0 .2ux(day)/F1.2  
Video Output: Composite Signal (1.0Vp-p, 75ɋ)  
Gamma Correction: 0.45  

AGC̔ON  

S/N Ratio: Better than 48dB  
White Balance: Auto  
Electronic Shutter: 1/50-1/10,000Sec 1/60-1/10,000Sec  
BLC: Auto  
Current Consumption: Max.110mA  
Power Supply: DC12V  
Operating Temperature: -20ᴈ~ 70ᴈ RH95% Max  
Storage Temperature: -40ᴈ~ 80ᴈ RH95% Max  
Lens: 1.75mm(P)/1.75mm(N)  
Lens Angle: 180°(P)/ 180°(N)  
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Automatic Shutter Camera   
 

Features : 
 
Rear View camera with auto shutter  
Wide angle(180 degree)  
Ideal for rugged conditions  
Optional to open or close the distance label.  
Waterproof and weather resistant housing for outdoor use 
Night vision with  day/night sensor for automatic adjustment 
IR distance: approx. 10m 
Infrared LED light: 12 
Mirror/normal image switch 
Built in audio/microphone 
Image Device: SHARP  
TV System: PAL / NTSC  
Effective Pixels: 512 x 582 pixels / 512 x 492 pixels  
Sensing Area: 4.9mm x 3.7mm  
Scanning System: 2:1Interlace  
Sync. System: Internal  
Resolution: 420TV lines  
Horizontal Sync. Frequency: 15.625KHz / 15.734KHz  
Vertical Sync. Frequency: 50Hz / 60Hz  
Minimum Illumination: 0 Lux/F1.2 with IR  
Microphone: Built in  
Video Output: 1.0vp-p, 75Ohm  
Gamma Consumption: 0.45  
AGC: Auto  
S/N Ratio: Better than 48dB  
White Balance: Auto  
Electronic Shutter: 1/60(NTSC) / 1/50(PAL) ~ 1/10,000 Seconds  
BLC: Auto  
Current Consumption: Max. 430mA  
Power Supply: DC12V  

Operating Temperature: ̇20°C~70°C , RH95˿  

MAX Storage Temperature: ̇40°C~80°C̆RH95˿  

MAX Lens: f=3.6mm / 2.8mm F = 2.0 Lens Angle: 92/120 
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Wireless Bracket Camera  
 
 
 
 

 
 
 
 
 
 
 

With Audio and IR  
Image Device: SHARP  
TV System: PAL / NTSC  
Effective Pixels: 512 x 582 pixels / 512 x 492 pixels  
Sensing Area: 3.6mm x 2.7mm  
Scanning System: 2:1Interlace  
Sync. System: Internal  
Resolution: 420TV lines  
Minimum Illumination: 0 Lux/F1.2 with IR  
Horizontal Sync Frequency: 15.625KHz / 15.734KHz  
Vertical Sync Frequency: 50Hz / 60Hz  
Video Output: 1.0vp-p, 75Ohm  
Microphone: Built inl  
Gamma Consumption: 0.45  
AGC: Auto  
S/N Ratio: Better than 48dB  
White Balance: Auto  
Electronic Shutter: 1/60(NTSC) / 1/50(PAL) ~ 1/10,000 Second  
BLC: Auto  
Current Consumption: Max. 300mA  
Power Supply: DC12V  

Operating Temperature: ̇20£C~70£C , RH95˿ MAX  

Storage Temperature: ̇40£C~85£C̆RH95˿ MAX  

Lens: f=3.6mm / F = 2.0  
Lens Angle: 69° 
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Roof Mounted 8ò DVD/TV 
 

 
 
 

DVD Features: 

¶ Roof mounted flip down screen with slot in DVD player incorporated  

¶ Swivel/pivot muti angle screen  

¶ 8" High Resolution TFT LCD panel  

¶ 4:3 or 16:9 display mode  

¶ DVD/VCD/CD/CD-R/CD-RW/MP3 format compatable  

¶ Built in TV tuner  

¶ 1 AV in channel for games consoles  

¶ 1 AV out channel for connection to reversing camera monitor or secondary monitor  

¶ FM modulator for wireless connection through existing car stereo  

¶ IR transmitter for use with wireless headphones  

¶ Built in speakers and amplifier  

¶ On screen display  

¶ Full function remote control  

¶ Includes built in dome light  

¶ Multi-region DVD format plays DVD's from any regional code  

¶ Slim and compact design (280x230x40mm)  

Wireless Headphones  
 
 
 

¶  Stereo infra red wireless headphones 

¶ Takes 2 x AA batteries 

¶ Auto shut off 

¶ Around 40 hours battery life 

¶ Adjustable size 

¶ Padded ear pads 
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Cables   
 
 
¶  Available in lengths of 5, 10, 15, 20 & 30 

metres 
¶ Easy to connect 4 pin DIN plug  
¶ Water Resistant connectors 
¶ Fully shielded 
 
 
 
 

Connectors  
 

Connector 1  
Male 4 pin plug to yellow 

RCA, white RCA and 
female 12v dc plug 

 

Connector 2  
Female 4 pin plug to yellow 
RCA, white RCA and male 

12v dc plug 

 

24V to 12 V Voltage 
Reducer  

+ ive and ï ive wire 
reduces 24v to 12v dc into 

male dc plug 

 

Y Cable  
Female dc plug splits into 2 

x male dc plugs 

 

12V cable  
+ ive and ï ive wire into 

male dc plug 
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Truck and Trailer Connector  
 

o Rigid heavy duty flexible 
connecting cable that plugs 
into locking 7 pin circular 
waterproof plug 

o Includes 5 metre 4 pin cable 
for vehicle and 10 metre 4 pin 
cable for trailer. 

 

 

 
 
 
 

  


